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HD PATCH PANEL 1RU 48 PORT UNLOADED 

 
 

(Only for reference) 
 

General Specifications 

Rack Type  : EIA 310D, 19 Inch Rack Mount 
Rack Unit  : 1RU 
Interface, Front  : RJ45 
Total Ports  : 48 Port 
Compatibility  : HD family Keystone Modular jack UTP/STP 
Panel Style  : Flat, and Foldable Angle 
Cable Type  : Unshielded and Shielded 
Rear Cable Manager : Integrated Individual Smart Clip Lock Rear Cable Management  
Color   : Black 
 

Applications 

IEEE 802.11x | IEEE 802.3 |10/100Base-TX | 1000 BASE T (Gigabit Ethernet) | 1000 BASE TX (Gigabit Ethernet) | EEE 802.3an 
10G BASE-T (10 Gigabit Ethernet) | 10G BASE-T (TSB-155) | 4/16 Token Ring | ATM 155/622Mbps | ATM 1.2Gbps | ISDN 
ANSI-EIA / TIA-854 | ANSI-EIA / TIA-862 | Broadcast Analog and Digital Video | PoE IEEE 802.3af & IEEE802.3at | PoE IEEE 
802.3bt type 3 & type 4 | Building Automation Systems 
 

Standards 

TIA/EIA 568-C | TIA/EIA 568.2-D | TIA 942B 
ISO/IEC 11801: 2017 
EIA 310C | EIA 310D 
RoHS Compliant | REACH Compliant 
 

Specifications 

Dimension (WXDXH) : Flat Panel, 482.60X93.10X44.00 mm 
: Foldable Angle Panel, 482.60X180X44.00 mm 

Flammability Rating : UL 94 V-0 
Operating Temperature : -20 °C to +60 °C 
Storage Temperature : -40 °C to +70 °C 
Relative Humidity  : Up to 95%, non-condensing 
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Materials 

Patch Panel Frame : SPCC, Nickel Plated, 1.5mm thickness, Black Powder Coat 
Rear Cable Manager : SPCC, Black Powder Coat, Integrated Individual Cable Smart Clip Lock 
Smart Clip Lock  : Fireproof Polycarbonate, UL 94 V-0, Adjustable Diameter, Re-Usable, Black color 
Labeling   : Transparent Snap-on Plastic cover 
 

Ordering Information 

UC  
Part Number 

SAP1C Description 
Weight 

(g) 
Packaging 

10718520       10718520   
Draka UCCONNECT HD 1RU 48 Port Flat
Shielded/Unshielded Unloaded Patch Panel, Black 

563 1 per box 

# Pending                # Pending    
Draka UCCONNECT HD 1RU 48 Port Foldable Angled
Shielded/Unshielded Unloaded Patch Panel, Black 

455 1 per box 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Enquiries 

Please contact our local sales office or email to:  mms.asia@prysmiangroup.com 
 

Digital Solutions is the data communication portfolio of Prysmian and comprises all the necessary portfolio of cable solutions for data 

communication.
 

Ask about UC CONNECT for a complete Structured Cabling Solutions with 25 Years System Warranty. 
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